The U.S. Department of Energy is collaborating with the U.S. steel industry to develop an effective operating practice for recycling of waste oxide agglomerates in the steelmaking furnace. The successful development of this operating practice and its application to the production of liquid steel would result in improved energy efficiency and reduced steel product costs.

The application of the concept to high tonnage steel production operations requires many challenges to be overcome. Slopping, caused by the violent evolution of gas during steelmaking interferes with the recycling of waste oxide agglomerates directly into the steelmaking process. The project will examine the mechanism of slopping induced by the addition of waste oxide agglomerates into the steelmaking vessel, develop operating practices which will permit the addition of these agglomerates while avoiding slopping, and perform industrial trials based on the results of this research.
**Project Description**

**Goal:** To develop an operating practice that will enhance the recycling of waste oxide agglomerates in the steelmaking vessel, and to determine the mechanism of zinc oxide formation along with identification of factors that control its size distribution. The project also seeks to optimize the separation of zinc oxide during dust collection.

The project will have four major areas of investigation: 1) experimental work on gas generation; 2) slag foaming; 3) plant trials to develop operating practice; and 4) zinc partition studies.

**Progress and Milestones**

- Project start date, April 1998.
- Recommendations to avoid slopping in steelmaking were completed and presented to the American Iron and Steel Institute (AISI).
- Literature survey on slag foaming and gas generation has been completed and provided to AISI.
- A furnace has been adapted for slag foaming experimental work and experiments have been completed.
- Zinc partition studies have begun.
- Initial results of work on slag foaming have been provided to AISI.
- Project review meeting planned for May 2000.
- Completion of plant trials to minimize slopping planned for December 2000.
- Completion of zinc oxide formation experiments is planned for January 2001.
- Final project report is due January 2001.
- Project completion date, January 2001.

**Project Partners**

- Carnegie Mellon University Center for Iron and Steelmaking Research Pittsburgh, PA
- American Iron and Steel Institute Washington, DC
- Bethlehem Steel Corporation Bethlehem, PA
- Cleveland Cliffs Inc. Cleveland, OH
- The Timken Company Canton, OH
- Weirton Steel Corporation Weirton, WV

**For additional information, please contact:**

Richard J. Fruehan
Carnegie Mellon University
Phone: (412) 268-2677
Fax: (412) 268-7247
fruehan@cmu.edu
http://www.steel.org
http://www.oit.doe.gov/steel

Please send any comments, questions, or suggestions to webmaster.oit@ee.doe.gov.

Visit our home page at www.oit.doe.gov

Office of Industrial Technologies
Energy Efficiency and Renewable Energy
U.S. Department of Energy
Washington, D.C. 20585

April 2000